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Digital Thermohygrometer
Remote Probe, Push Button Calibration

Model
THI2-10

SPECIFICATIONS

Service: Humidity and temperature

detection in air.

Range: 

Relative humidity measurement 

range: 0 to 100%;

Temperature range: 14 to 140°F

(-10 to 60°C);

Dew point temperature range: -100 

to 139.8°F (-73.4 to 59.9°C);

Wet bulb temperature range: 7.88 

to 139.8°F (-13.4 to 59.9°C). 

Accuracy: 

Relative humidity accuracy: ±3% 

from 10 to 90% (at calibration 

temperature); ±5% for others;

Temperature accuracy: ±1°F 

(±.6°C).

Display: Dual LCD display for

temperature and humidity.

Temperature Limits:  

Ambient: 32 to 122°F (0 to 50 C);

Storage: 68 to 140°F (-20 to 60°C). 

Resolution:

Temperature resolution: 0.1°C/°F;

Humidity resolution: 0.1% RH.

Power Requirements: (4) AAA

alkaline batteries, included, user

replaceable.

Weight: 5.3 oz (150 g).

Agency Approval: CE.

The THI2-10 Digital Remote Sensing Thermohygrometer accurately takes humidity,
temperature, dew point and wet bulb temperatures inside of ducts and hard to reach areas.
English and metric engineering units as well as the type of measurement displayed can be
easily selected using the push buttons. The push buttons also allow the user to freeze the
current reading or retrieve the minimum and maximum readings. A large backlit LCD digital
dual display allows the user to see both the temperature and humidity simultaneously and a
low battery indicator shows the user when to change batteries. For hands free operation, the
thermohygrometer can be mounted on a tripod. All units include batteries and a hard carrying
case for safe transport.
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Thermo-Hygrometer Pen
Measures Temperature, Humidity, Dew Point, Heat Index and Wet Bulb

The Model TH2-10 Thermo-Hygrometer Pen is a compact handheld device that
measures temperature, humidity, dew point, wet bulb, and heat index. The TH2-10 has many
applications including HVAC, home inspection for examining heating or cooling conditions,
outdoor weather monitoring, and construction or industrial inspection. This product offers
fahrenheit and celsius units, data hold function, and 0.1°F/°C resolution. Batteries are
included. 

SPECIFICATIONS

Range: RH: 0 to 99.99%; Temperature: -4 to 122°F (-20 to 50°C).

Accuracy: ±3% @ 25°C/10 to 90% RH (±5% @ 0 to 10%, 90 to 100%) ±1°F

(0.6°C).

Display: 4-digit LCD.

Resolution: 0.1°F/°C.

Power Requirements: 3 V CR2032 Lithium metal battery included, user

replaceable.

Weight: 3.2 oz (91 g).

Agency Approvals: CE.
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BATTERY COMPARTMENT TH2-10

33% SALT SOLUTIONSALT SOLUTON KIT
TH2-CAL

75% SALT SOLUTION
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Made in xxxx

33%RH Mgcl
Sat. salt solution
Temp.     Mgcl

75%RH Mgcl
Sat. salt solution
Temp.     Mgcl

xxxx±xxx
xxxx±xxx
xxxx±xxx
xxxx±xxx
xxxx±xxx

Made in xxxx

S/N: xxxxxxxx

Battery:

Made in xxxxxx 

AAA (UM-4)
CR2032
gVoltage

Thermo-Hygrometer

Power Hold Mode

(HI. WBGT TH2-10) 

Model

TH2-10

CONTACT US |   U.S. 219/879-8000  |   U.K. (+44) (0)1494-461707 |  A.U. (+61) (0) 2 4272 2055 |  China +852-23181007

THI2-10, Thermohygrometer with Remote Probe

ACCESSORY

TH-CAL, 33% and 75% Salt Bath Calibration Standards

ACCESSORY

Series TH2-CAL, 33% and 75% RH Salt Bath Calibration Standards

Model TH2-10, Thermo-Hygrometer Pen 
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